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Edge banding: Available as prefinished, through and through colored, not pre-glued 0,6mm veneer
edge banding as well as 1 mm [1/25") ABS edge banding. Both options come in 24 mm (15/16") and
48 mm (1 7/8") height. The 0.6 mm {1/42") veneer edge bands are wrapped per roll of 100m (328 ft).
The color and structure of the ABS-edges are aligned with the Shinnolki designs. These are available
per rolls of 50m [164 ft).

Correcting pens: Correcting pens in the matching colors are available for small corrections to the
panels or edges.

I 2 TECHNICAL DATA MANUFACTURER
| GEMNERAL PROPERTIES
TEST METHOD PAMNELS
Dimensions EN14354 2750 » 1240 x 19 mm
4" x 9 x 3/4" (48 8" x 109.8" x 3/4")
Thickness of the top layer  EN14354 0,6 mm
Deviation of thickness EM14354 £ 0,5 mm
Deviation of squareness EN324-2 * 2 mm,/m
Cup in width direction EM14354 2%
Flatness deviation EM14354 3%
Internal bond EN319 0,70 N/mm®
Veneer gluing adhesion EN204/205 21 Nfmm?®
Density EN323/ENGT2 730 kgfm®
Layer thickness varnish EN I50 2808 +55 pm
Muoisture content EN322 L0
Warranty Decospan NV 2 years
| CLASSIFICATION PROPERTIES
Resistance to chemical agents EM 423/part 2 grade 4
Resistance to hot liquids EN 12720 Erade 5 *
Resistance to cold liquids: food products  EN 12720 grade 5 *
Resistance to cold liquids: EM 12720
- detergents & cleaning agents pgrade 5*
- acetone, ethyl butyl acetate prade 2*
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